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 Food and beverages are strictly prohibited in all instrument rooms. 

 Gloves must be worn when handling samples and holders on the FEG SEM. 
Fingerprints, skin oils, and moisture can easily contaminate the vacuum system or 
sensitive components, leading to poor performance and costly maintenance. 

 Clean your sample well from dust, grinding debris and dirt. Use compressed air or a 
blower. If needed, use ethanol or other solvents. 

 Samples mounted in Epofix epoxy must be placed in the oven in the sample prep 
room for degassing for several hours before being used in the SEM. 

 Dry samples thoroughly before inserting them into the SEM. Only dry and clean 
samples are allowed to be put into the SEM. 

 Users who have not used the instruments for more than six months must renew 
their certification before resuming work. 

 Users must clean up in the instrument room after use. Specimens left in the room 
may be discarded without notice. 

Powder Samples in SEM 

 Powdered samples can easily scatter and contaminate the SEM chamber. 
 It is highly recommended to secure powders to the sample holder using carbon or 

silver glue instead of tape. 
 Use a blower to remove any excess powder before inserting the sample into the 

microscope. 
 Never place loose powders directly into the SEM. 
 Users are responsible for any contamination caused by improper handling of 

powders. 

Storage of Images 

 SEM PCs have limited storage and cannot hold large numbers of image files. 

 The EM Lab is not responsible for any data loss on SEM PCs. Users are encouraged to 
copy the recorded data right after the analysis. 

 Images may be deleted without notice in the event of technical issues. 

 Users are encouraged to delete old files from their own folders. 

 

Violation of any of the above rules may lead to a warning or a ban from the EM Lab. 

 


